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GL-47 SIMULATOR/STIMULATOR EQUIPMENT, DEVICE 19G2

TRAINING CATEGORY:
PROPULSION ENGINEERING
ORIGINATING AGENCY:
NAVSEASYSCOM
SECURITY CLASSIFICATION:
Device 19G2 is unclassified
PURPOSE OF DEVICE:
To provide realistic training and practice in
casualty control and operation of the Propulsion

and Auxiliary Control Console (PACC).

INTENDED USE:

In the GL47 Hot Plant Facility for classroom
training of watch-standing personnel to devel-
op effective operating skills.

OPERATIONAL EQUIPMENT:
GL47 Hot Plant Facility

Propulsion and Auxiliary Machinary Control
Equipment (PAMCE)

Propulsion Local Control Equipment (PLOE)

FUNCTIONAL DESCRIPTION:

Device 19G2 is specifically designed to simu-
late the port propulsion plant and auxiliaries for
the GL47 Hot Plant Facility. The trainer is located
in Central Control Station.

The device consists of three (3) major units.
Unitone (1) is the Instructor Station Console (ISC).
Unit two (2) is the Power Control Panel (PCP). Unit
three (3) is made up of the Digital Computa- tion
System (DCS) and the Decwriter Printer/key-
board.
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This system requires a program operator at
the Instructor Station Console to control/moni-
tor the selected training scenario while the in-
structor monitors the PACC/trainee. The ISC pro-
gram operator selects the initial conditions of
the trainer which may include simulated casual-
ties. The training scenario may be frozen for In-
structor interaction with the student and restar-
ted when ready or may be reset if otherwise de-
sired.

PHYSICAL INFORMATION:
Number of Pieces:
Three (3)
Unit1 - 70" high, 32" deep, 23" wide
Unit2 - 53" high, 48" deep, 45" wide
Unit3 - 16" high, 8" deep, 14" wide
Permanently Installed
Central Information System Equipment (CISE)
POWER REQUIREMENTS:

115VAC 60 Hz - 3 Wire
7 amp capacity outlet

PUBLICATIONS FURNISHED:

1. Maintenance Manual NAVTRASYSCEN
P-5645 (U)

2. Instructor Utilization Handbook

PERSONNEL:

Instructor: One (1)
Operator: One (1)
Trainees: N/A

Maintenance: Contractor operation and main-
tenance of simulator (COMS)

CONTRACT IDENTIFICATION:

Manufactured by Litton Guidance & Control
Systems, Woodland Hills, CA, under NAVSEASYS-
COM Contract No. N00024-87-C-2108.

LOCAL STOCK NUMBER:
6910-LL-C00-7049

Reproduction of this publication in whole or in part is
permitted for any purpose of the United States Government



